Material Safety Data Sheet

May be used to comply with

OSHA's Hazard Communication Standard,
29 CFR 1910.1200. Standard must be
consulted for specific requirements.

.

U.S. Department of Labor
Occupational Safety and Health Administration
(Non-Mandatory Form)

Form Approved

OMB No. 1218-0072

&

Note: Biank spaces are not permitted. if any item is not applicable, or no

IDENTITY (As Used on Label and Uist) t
Potassium Sulfate information is available, the space must be marked to indica’e that.
Section |

Manulacturer's Name

GSL Minerals & Chemicals Corp.

Emergency Telephone Number
(801) 731-3100

Address (Number, Street, City, State, and ZIP Code)
765 North 10500 West

Telephone Number for Information

(801) 731-3100

Ogden, Utah 84404

Date_Prepared
July 16, 1990

Signature of Preparer (optional)

Section Il — Hazardous Ingredients/identity Information

Other Limits
Hazardous Components (Specific Chemical Identity: Common Name(s)) OSHA PEL ACGIH TLV Recon:men::ed % (optional)
None
Section Il — Physical/Chemical Characteristics
Boiling Point Specific Gravity (Hz0 = 1)
N/A 2t
Vapor Pressure (mm Hg.) Melting Point 10b/
N/A degrees C
Vapor Density (AIR = 1) Evaporation Rate
N/A (Butyl Acetate = 1) N/A
Solubility in Water
1 gm per 8.3 ml
Appearance and Odor
Solid whitish color - no color
Section IV — Fire and Explosion Hazard Data
Flash Point (Method Used) Flammable Limits LEL UEL
N/A N/A N/A N/A

Extinguishing Media

Not flammable

I&pecnal Fire Fighting Procedures
one

Unusual Fire and Explesion Hazards
None

(Reproduce locally)

OSHA 174, Sept. 1985




Section V — Reactivity Data

Stabilrty Unstable Conditions to Avoid
N/A None
Stable
X

Incompatibility (Materials to Avoid)
one

r ;
ﬁgﬁg”ﬁ;3:$“ﬁ§¥%31 3gﬁy?§ions, S0, at extremely high temperatures

Hazard May Occur ifions to Avoid
Polymerzation | NJA KA

Will Not Occur

X
Section VI — Health Hazard Data

; ion? kin? 1 ion?
S s — See below - See below e 11 below
Health Hazards (Acute and Chronic)
None
i ? HA ed?

Carcinogenicity: N/A NTP? N/A IARC Monographs? N/A OSHA Regulat N/A

Swal Tow rTﬁm'T%‘r’-'gEé‘“aﬁrges would cause GI irritation

Medical Conditions
Generally Aggravated by Exposure NONe

&

ergency and First Aid Procedures
FE'lnush with water

Section VIl — Precautions for Safe Handling and Use

Steps to_Be Taken in Matenal Is Reieased or Spilled
Readily solub?ge1 n water

Waste Disposal Meth :
Soaﬁbllsgos?n water - neutral or slightly basic solution occurs

NG Speciat BEgrade taytr ishts

Other Precautions < 4
Normal standard practices for good hygiene

Section VIll — Control Measures

Respiratory Protection (Specify Type) i
Simple dust mask for dusty conditions

Ventilat Local Exh i
S As r'xec?ﬁs%red for dust WE
Mechanical
Aeg aFéthreaj for dust CWA

P ive G i
NTeme ey Eyfi(';rgobeftgg for dusty conditions

r Protective Clothing or Equipment
N/&

Work/Hygienic Practices
N/
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Material Safety Data Sheet U.S. Department of Labor ((
May be used to comply with Occupational Safety and Health Administration ?)
OSHA's Hazard Communication Standard, (Non-Mandatory Form)
consulted for specific requirements. OMEB No. 1218-0072
IDENTITY (As Used on L?el and Ust) | - Note: Blank spaces are not permmted. if any tem is not appiicable, or no
Magnes -i{um Cloride Solution (30-34% Basis) information 1s available, the space must be marked fo indica’e that.
Section |
Manutacturer's Name : Emergency Telephone Number
GSL Minerals CGorporation (801) 731-3100
Address (Number, Street, Crty, State, and ZIP Code) Telephone Number for Information
765 North 10500 West (801) 731-3100

Date Pregared
Ogden, Utah 84404 April 1, 1994

Signature of Preparer (optional)

Section Il — Hazardous Ingredients/Identity Information

Other Limits
Hazardous Components (Specific Chemical Identity: Common Name(s)) OSHA PEL ACGIH TLV Recommended % (optional)
None
A
P N
v ALY
A\f\\%’,\\\\\:
2% Z W\ \
o -
A @\’“v Ooh
O \ v
—~\ o L
AR
AN Y I
Saction lll — Physical/Chemical Characteristics
Boiling Point Specific Gravity (H20 = 1)
225 degrees F 1532
Vapor Pressure (mm Hg.) Melting Point
N/A N/A
Vapor Density (AIR = 1) Evaporation Rate
N/A (Butyl Acetate = 1) 1
Solubility in Water
100%
Appearance and Odor
Liquid - slight yellow to colorless
Section IV — Fire and Explosion Hazard Data
Flash Point (Method Used) Flammabie Limits LEL 1 UEL
Not flammable N/A N/A [ N/A

Extinguishing Media
N/A

Special Fire Fighting Procedures
None

Unusual Fire and Explosion Hazards
None

(Reproduce locally) OSHA 174, Sept. 1985




Section V — Reactivity Data

Stability Unstable Congitions to Avoid
Niﬁ None

Stable
X

chompatlbility (Materials to Avoid)
one

Hazardous Decomposition or Byproducts

None
Hazardous May Occur Conditions to Avoid
Polymerization N /V A None
Will Not Occur
X
Section VI — Health Hazard Data
Route(s) of Entry: Inhalation? Skin? ingestion?
g E; See below See below See below
ealth Hazards (Acute and Chronic)
one
Carcinogenicity: NTP? IARC Monographs? OSHA Regulated?
N/A N/A N/A N/A

igns_ang Symptoms of Ex| re f 2 i
aral ingestion of large doses would cause GI irritation

Megical Conditions
Generally Aggravated by Exposure  None

FTUSh WitH Water e :

Section VIl — Precautions tor Sate Handling and Use

Steps to Be Taken in Case Matenal is Released or Spilled
Flush with water

Waste Disposa_l Method : 1 %
Soluble in water-neutral or slightly basic solution occurs

Precautions to Be Taken in Handling and Storing
No special requirements

ormat s fandard practice for good hygiene

Section VIll — Control Measures

Respiratory Protection (Specify Type)

None
Ventilation LoN'sl/Exnaust Spﬁctﬁk
M?&nfa&ical (General) Olrﬁr/ A
ﬁ?ﬁmwe i Ey&ﬂalmseggg with splash shields

Iﬁ)t)\ﬁr Protective Clothing or Equipment

Work/Hygienic Practices
N/A
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Material Safety Data Sheet

May be used to compily with

OSHA's Hazard Communication Standard,
29 CFR 1910.1200. Standard must be
consufted for specific requirements.

and ust)

DENTITY sea Label
éocf"l um @F‘%rﬂe - Water Softener Solar Salf

Note: Bfanx spaces are not permnred. # any fem is not aponcapie. or o
informapon is avalaple the space must be markec !0 incica’e *at

Section |

Manutacturer's Name

GSL Minerals & Chemicals Corp.

f Emergency Teiephone Numper

(801) 731-3100

Address (Number, Street, Cny, State. and ZIP Code)
765 North 10500 West

Telephone Numper for Information

(801) 731-3100

Ogden, Utah 84404

D Pr red
uly 16, 1993

Signature of Preparer (optional)

Section Il — Hazardous Ingredients/identity Information

Other Limits

Hazardous Components (Specific Chemical Identity: Common Namexs}) OSHA PEL ACGIH TLV Recommended % toptional)
None
Section lll — Physical/Chemical Charactenstics
Boiling Point | Specific Gravity (H20 = 1) |

2050 ¥ 2
Vapor Pressure (mm Hg.) Metting Point !

N/ A IN/A
Vapor Density (AIR = 1) Evaporation Rate ‘

N/A ‘ (Butyl Acetate = 1) IN/A
Soiubiiity in Water
(25 degrees C) 1 g per 2.8 ml
Appearance and Odor
White color - no odor
Section IV — Fire and Explosion Hazard Data
Flash Point (Method Used) | Flammable Limits CEL 1 UEL
N/A | N/A N/A | N/A

Extinguishing Media

Not flammable

Special Fire Fighting Proceaures
None

Unusual Fire ana Explosion Hazards
None

(Reproduce locally)

OSHA 174, Sept. 1985




Section V — Reactivity Data 2
"Mns to Avoid

Stability | Unstable i Ci
N | None
, ?xame ‘
Incompatibility (Materiais to Avord)
None
lfﬁllamous Decomposition or Byproducts
orine
Hazardous May Occur Conaitions to Avoid
Polymenzation [N /A None
){an Not Occur | |
|
Section VI — Health Hazard Data |
R ) of Entry: inhalation? Skin? Ingestion™ |
s g See below See below See below
Health Hazaras (Acute and Chronic)
None
Carcinogenicity: NTP? IARC Monographs? OSHA Regulated?
N/A N/A N/A N/A

P??ﬁ\s and Symptoms of Exposure

Medical Conditions
Generally Aggravated by Exposure None

FTESR U TEh" Wate procecures

Section VIl — Precautions for Safe Handling and Use

Steps to_Be Taken in Case Matenal Is Released or Spilieg
Readily soluble in water

Wafw Dfoosa! Method 2 x 2
Soluble in water- neutral or slightly basic solution occurs

Precautons to Be Taxken in Handiing and Stening
None

Otner Precautions i
Normal standard practice for good hygiene

Section VIl — Control Measures

Respiratory Protection (Specrfy Type) e
Simple dust mask for dusy conditions

Ventiation Oca =xnaus} 1al
S required for dust ‘ ﬂ?ﬁ
ecnanical (Genersi) ne;

’ xs required for dust ﬂ/ﬁ

Protective Gloves | Eye Protecuon =
‘ Goggles for dusty conditions

NC?rAer Protective Clothing or Equipment

Work/Hygienic Practices
N/A
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